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(7) EXISTING UTILITY TO BE REMOVED BY CONTRACTOR

\LLUM

DRAWN BY: M.M.M.
EXAMINED BY: D.K.

824.08.

. REFER TO LIGHTING PLAN FOR EXACT LOCATION OF PROP. LIGHTING CONDUIT.

C.C. Johnson & Malhotra, P.C.
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UTILITY DISPOSITION NOTATION
(1) EXISTING UTILITY TO BE ABANDONED BY CONTRACTOR 17
o) . I - NOTES: CITY OF BALTIMORE
2) EXISTING UTILITY TO BE ABANDONED BY OTHERS DEPARTMENT OF TRANSPORTATION
UTILITY INVERT ELEVATION NOTATION 1. ALL PROPOSED DUCTBANK ELEVATIONS ARE FOR THE BOTTOM OF THE DUCTBANK. CONDUIT SCHEDULE
a) — NEW UTILITY 2. FOR DUCTBANK DETAILS, SEE SHEET E-11. ) CONTRACT NO. TR08310
(3) EXISTING UTILITY PRESENTLY ABANDONED Eb; ULy VERT FROM AS_BULT 3. FOR MANHOLE DETAILS, SEE SHEETS E—07, E—08, E-09 & E—10. TYPE TA DUCT SYSTEM, 6-4" |.D. PVC SHA. NO. BC 320—-001-815
- - 4. FOR DUCTBANK PLANS, SEE SHEETS E-01, E-02, E-05 & E—06. \ , FAP STP—3057(4)N
(4) EXISTING UTILITY, LOCATION AND/OR DEPTH UNKNOWN o) X LT INVERT.FROM TEST HOLE 5 MANTAN A MINMUM VERTICAL CLEARANCE OF 1.0' BETWEEN EXISTING AND PROPOSED TYPE TE DUCT SYSTEM, 3-3" & 6-5" I.D. PVC RELABILITATION. OF CE/\?T/)?AL AVENUE
(5) EXISTING UTILITY TO REMAN N SERVICE UTILITIES. WHERE 1.0’ CLEARANCE CAN NOT BE MAINTAINED, BACKFILL WITH FLOWABLE AND STORM DRAIN FROM FASTERN AVENUE
(d) — EX UTILITY INVERT FROM TOPOGRAPHY (DWG.UT-TX01) FILL.
. CONDUIT SECTIONS ARE CUT AND NUMBERED LOOKING NORTH. /N TYPE TL DUCT SYSTEM, 14-5", 4-4" & 4-3" |.D. PVC
(6) EXISTING UTILITY TO BE RELOCATED BY OTHERS (€) — EX UTILITY INVERT FROM RK&K PROFILES " INSTALL REINFORCED SLAB WHERE SHOWN FOR SHALLOW CONDUIT. SEE STD BC 10 MADISON STREET

ELECTRICAL PROFILES

Engineering Infrastructure Solutions

9891 Broken Land Parkway, Suite 203
Columbia, MD 21046

410-461-9920

SCALE: HORIZ. 1"=20" VERT. 1"=5 DATE: JUNE 21, 2010

TRANSPORTATION ENGINEERING & CONSTRUCTION DIVISION | SHEET 208R OF 242
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